Interactive Perception

Where do we come from, where are we and where should we go?

Jeannette Bohg
Autonomous Motion Department - MPI for Intelligent Systems - Tübingen, Germany
Task: Find reference object among test object.

Average Accuracy if shown in print: 49%

Average Accuracy with rotating version: 72%

Average Accuracy with touch: 99%

J. J. Gibson (1966) - The Senses considered as a Perceptual System. p 124
Thanks to Octavia Camps at Northeastern University, Boston
Held and Hein (1963). Movement-Produced Stimulation in the Development of Visually-Guided Behaviour

Setup: Active vs Passive kittens moving through same range of visual stimuli

Question: Is visually-guided behaviour influenced?

Result: Self-produced movement with concurrent visual feedback necessary for development of visually-guided behaviour.

Fig. 1. Apparatus for equating motion and consequent visual feedback for an actively moving (A) and a passively moved (P) S.
## Action-oriented Paradigm in Cognitive Science

<table>
<thead>
<tr>
<th>Classic View on Cognition</th>
<th>Action-Oriented View on Cognition</th>
</tr>
</thead>
<tbody>
<tr>
<td>Computation over symbolic, mental representation</td>
<td>Capacity to generate structure through action</td>
</tr>
<tr>
<td>Independent of embodiment</td>
<td>Dependent on embodiment</td>
</tr>
<tr>
<td>Context/task-invariant computation</td>
<td>Task-dependent computation</td>
</tr>
</tbody>
</table>
Linking Sensors to Controllers

Brooks (1991) Intelligence without representation. Artif Intell 47

\[ \pi(s) = a \]
How does this concept transfer to robotics?


$$S \times A \times t$$

Sensory Data   Actions   time
Action-oriented Paradigm in Robotics
Generate more informative signal through interaction.

First Contact: An Active Vision Approach to Segmentation. Fitzpatrick and Metta. IROS ’03

Online Interactive Perception of Articulated Objects with Multi-Level Recursive Estimation Based on Task-Specific Priors. Martín-Martín and Brock. IROS ’14

3-D Object Reconstruction of Symmetric Objects by Fusing Visual and Tactile Sensing. Illness, Bohg and Kyrki. IJRR.
Enhancing Sensory Data
How does this concept transfer to robotics?

A robot pushing a sphere

Action \( \mathbf{a} \): Push
Sensor Data \( \mathbf{s} \): Distance traveled
Learning the consequences of actions

Action \( a \): Push
Sensor Data \( s \): Distance traveled
Using the learned relationship

Considering $A \times S$

Action $a$: Push

Sensor Data $s$: Distance traveled
Action-oriented Paradigm in Robotics

Leverage knowledge about regularity in $S \times A \times t$ in the interpretation of the signal.

- Given an action, predict sensory signal.
  - compare with actual data to update belief about world
  - reduce search space
  - separate response from unrelated motion
  - optimize next best action to explore world or to achieve manipulation goal
Action-oriented Paradigm in Robotics

Leverage knowledge about regularity in $S \times A \times t$ in the interpretation of the signal

Active Articulation Model Estimation through Interactive Perception. Hausman, Niekum, Osentoski and Sukhatme. ICRA '15.
Action-oriented Paradigm in Robotics

Exploiting regularity in $S \times A \times t$ to achieve a manipulation goal


Automatic LQR Tuning based on Gaussian Process Global Optimisation. Marco Valle, Hennig, Bohg, Schaal, Trimpe. ICRA ‘16
Robot
Non-linear dynamics
Robot

Non-linear dynamics

Controller $\theta$

Move a leg
Balance a pole
Open a door
Robot

Non-linear dynamics

Controller $\theta$

Performance $J(\theta)$
Robot

Non-linear dynamics

Robot model → Controller $\theta$ → Performance $J(\theta)$
Poor model $\rightarrow$ Controller $\theta$ $\rightarrow$ Non-linear dynamics $\rightarrow$ Performance $J(\theta)$
Robot

Non-linear dynamics

Controller $\theta$

Performance $J(\theta)$

Poor model

Manual tuning

$\theta_{i+1} \leftarrow \theta_i$
Robot

Non-linear dynamics

Controller $\theta$

Performance $J(\theta)$

Poor model

LQR design

Automatic tuning

$\theta_{i+1} \leftarrow \theta_i$
Robot

Non-linear dynamics

Controller $\theta$

Performance $J(\theta)$

Poor model

LQR design

Bayesian optimization

$$\min_{\theta} J(\theta) \quad \text{s.t.} \quad \theta \in \mathcal{D}$$

$\theta_{i+1} \leftarrow \theta_i$
Experimental cost

Controllers

Expensive!!!

Minimum

Cheaper

Let’s be information efficient

Experimental cost

Controllers
Next controller: maximum information gain

$H \equiv \text{Information (Entropy)}$
Action-oriented Paradigm in Robotics

Exploiting regularity in $S \times A \times t$ to achieve a manipulation goal


Interactive Perception

\[ S \times A \times t \]

Sensory Data      Actions      time

Generate more informative signal through interaction.

Exploiting regularity in \( S \times A \times t \) to better interpret a signal and achieve a manipulation goal.
Thanks for your Attention!